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LIFEPO4 BATTERY SPECIFICATION
MODEL: KP48180F-T108

GENERAL INFORMATION

BATTERY SPECIFICATION( )

ELECTRICAL CHARACTERISTICS & TEST CONDITION

�

Normal capacity

Nominal energy

Nominal voltage 

Internal resistance 

Normal charge voltage 

Float charge voltage(for Standby use) 

Allowed MAX charge current

Recommended charge current

Allowed MAX discharge current 

Peak discharge current/time

Different port for charging & 
discharging

End of discharge voltage

Normal Capacity  180 Ah  After Normal charge, discharge @0.33C current to the end of discharge voltage.

Internal Impedance   <50P  @50% SOC @1kHz AC internal resistance test instrument. 

Short circuit protection Auto cutoff load  Connect the positive and negative of this battery pack through a lead with 0.1 
   when short circuit  omega resistance

Cycle life @DOD100%  >5000 cycles After Normal charge�discharge @1C current to the end of discharge voltage. 
     Repeat above process until discharge capacity reduce to 80% of initial valu

   >=95%  @0.2C, the retention capacity accord with criterion. 

Dischargetemperature 
characteristic @0.2C

>= 60%
>= 80%

>= 100%
>= 95%

the percentage accord 
with criterion

/

IP rating

Communication mode

Display screen 

Theft prevention function 

Dimension

Weight (No accessories)

Operation temperature 

Storage environment

IP40

RS485

Optional

Optional

(442) 2mm, H 178 mm (4U) | D 

mm 

72kg

Less than 1 month: , 

Less than 3 months: 5~ -75%RH

5~ 

-75%RH

ITEMS CHARACTERISTICS

ITEMS CRITERION CONDITION

ITEMS CHARACTERISTICS
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USET GUIDE: PRODUCT DIMENSION

WARNING & TPS

TRANSPORT & STORE
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CIRCUIT PROTECTION

ITEMS CONTENT CRITERION

Over charge

0.04V

Over-charge protection for each cell   3.75 0.04V

Over-charge protection delay time   1 0.5S

Over-charge release for each cell   3.4 0.04 V

     Discharge recovery: Discharge current >1A

Over discharge

Over-discharge protection alarm for each cell  2.8V 0.04V

Over-discharge protection each cell   2.50 0.04V

Over-discharge protection delay time   1 0.5S

Over-discharge release for each cell   3.0 0.04V

Over-discharge release method    recovery through chargin

Charge over temperature protection   Protect@55

Charge under temperature protection   Protect@0

Discharge under temperature protection   Protect@-20

Temperature

Over current
Charge over current protection    170 10A

Charge over current protection delay time   1 0.5S

Charge over current release method  Auto release: Auto release after 1min
     Discharge termination: Discharge current >1A

Discharge over current protection1   170A 10A

Discharge over current protection delay time1  1.0 0.5S

Discharge over current release1   Auto release: Auto release after 1min
     Discharge: charging current >1A

Discharge over current protection delay time2  100 50ms

Discharge over current release2   Auto release: Auto release after 1min
     Discharge: charging current >1A

Short circuit protection    Available

Short circuit protection release   When charging: short circuit protection is lifted
     After load removal: Auto release



WARNINGS

-

TPS
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